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OWNERS REPRESENTATIVE.

4. ALL WORK SHALL COMPLY WITH NFPA AND THE LOCAL
AUTHORITIES HAVING JURISDICTION, AND OWNERS

LOCKABLE LEVER HANDLES ON THE OPPOSITE SIDE. PROVIDE DOOR PAINT FINISH TO
MATCH EXISTING BASEMENT DOORS. GROUT THE HOLLOW METAL DOOR JAMBS AND
CMU CORES SOLID FOR ALL VERTICAL LOCATED ON THE HINGE SIDES OF THE DOORS.

1102 Douglas on the Mall
Omaha, Nebraska 68102

1800 O Street, Suite 104
Lincoln, Nebraska 68508

PLUMBING & PIPING GENERAL NOTES:
1. DO NOT RUN PIPING ABOVE ELECTRICAL PANEL OR IN CODE REQUIRED CLEARANCE
SPACES. COORDINATE ALL ROUTES WITH ALL TRADES PRIOR TO INSTALLATION. DRAWINGS
ARE DIAGRAMMATIC AND DO NOT NECESSARILY SHOW ALL OFFSETS REQUIRED FOR
COMPLETE SYSTEM.
2. CLEAN EXISTING UNDERGROUND SANITARY PIPING WITH CABLE AND BLADE PRIOR TO
INSTALLATION AND CONNECTION OF NEW PIPING.
3. SEE SPECIFICATIONS OR PLUMBING FIXTURE SCHEDULE FOR ALL PLUMBING CONNECTION
SIZES TO ALL PLUMBING FIXTURES. EXISTING COOLING COIL
4. PROVIDE WALL AND FLOOR MOUNTED SEWER CLEANOUTS AS REQUIRED BY CODE. .
COORDINATE LOCATION IN FIELD. _
r 5. DO NOT ROUTE PLUMBING BRANCHES OR MAINS WITHIN SPACE REQUIRED TO SERVICE ALL |
_ _ HVAC EQUIPMENT. _
6. PIPING AND EQUIPMENT SHOWN HALF—TONE ARE EXISTING TO REMAIN. PIPING AND
HAISTING COOLING COL—=—==1 "/ EQUIPMENT SHOWN FULL—TONE ARE NEW. | -
L 7. FURNISH AND INSTALL SHUT-OFF VALVES FOR WATER SUPPLY AT ALL EQUIPMENT ITEMS. _ L
N 8. COORDINATE FINISH FLOOR ELEVATIONS TO SET FLOOR DRAINS AND FLOOR SINKS. AHU-2 _
L 9. SAW CUT AND REMOVE FLOOR AS REQUIRED FOR INSTALLATION OF NEW PIPING. _
00 T 10. PROTECT ALL SMOKE AND HEAT DETECTORS FROM DUST, COORDINATE WITH OWNER. THE _ EXISTING COOLING COIL
L BASEMENT MUST BE ROUTINELY MONITORED FOR SMOKE AND FIRE WHILE ANY SMOKE AND _
B 1] HEAT DETECTORS ARE PROTECTED, COORDINATE MONITORING WITH OWNER. & .
_ 11. THE OWNER WILL BE USING A TEMPORARY CHILLER (NIC) TO SUPPLEMENT THE EXISTING o y
é _ CHILLER CAPACITY. PLAN ALL WORK TO OCCUR TO MINIMIZE DISRUPTIONS TO THE 2, 5
_ CHILLED WATER SYSTEM. NOTIFY THE OWNER AT LEAST 48 HOURS BEFORE A DISRUPTION 7 ) L7
_ IN THE CHILLED WATER SYSTEM. ] vm\u 7 SEE SHEET M100
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SCALE: 1/8" = 1 -0
o« ) ., N DO NOT SCALE DRAWINGS. VERIFY ALL DIMENSIONS and clearances from ARCHITECTURAL,
W M fﬁ | 4 \/\ /ﬁ J1 8 BMS | 2 FLAG NOTES STRUCTURAL, shop and other appropriate drawings or at site. Lay out and coordinate
= | i = 3RS all work prior to installation to provide clearances required for operation, maintenance,
0w S : g 7 “ CONTROL i [T== ROUTE ALL NEW EQUPNENT FROM THE FIRST FLOCR 10 THE BASEMENT VIA THe and codes. Verify non—interference with other work. DO NOT FABRICATE PRIOR T0
! / N 1" TANK DRAN & = LFCO PANEL— _ EAST ELEVATOR. THE MECHANICAL CONTRACTOR SHALL PROVIDE TEMPORARY VERIFICATION OF CLEARANCE FOR AL TRADES.  READ SPECIFICATIONS
! | — \/ i i - “ 7 1 PADDING TO PROTECT THE INTERIOR ELEVATOR FINISHES THROUGH THE : :
+— _ i 7 _ I mﬁmol N "IIM \_,LLR _ | " | _H_ | I | _ SPRINKLER NOTE CONSTRUCTION OF THE PROJECT. © COPYRIGHT 2013 Permission to reproduce dll or part of this Drawing is hereby
| _ " I _ Area of remodel shall have the existing fire protection granted solely for the limited purpose of construction of this project or for archiving.
_ @ 1" _ 1" _ 4 r=————— |_qllll._ VEC=P3 _ A sprinkler system modified to meet Em@anc:waoim of the v _,W_M%__..__.mu“mmﬁ_,__wﬁm_.os FLOOR SANITARY PIPING AND PATCH CONCRETE FLOOR TO Unauthorized copying, disclosure or construction use without written permission of Alvine
_ _ | _ 1 “I D _| A | NFPA Codes, the State Fire Marshal’'s Office, and the . Engineering is prohibited by copyright law.
_ | 53 53 ! Owner’s approving insurance agency. Sprinkler Contractor MODIFY EXISTING FIRE PROTECTION PIPING AND HEADS IN THIS AREA TO MEET THE
_ | T—1 ) | _ “ _ in 42" MIN i _ 36/12 RA<—" shall coordinate the locations of all ceiling mounted v REQUIREMENTS STATED IN THE SPRINKLER NOTE LOCATED ON THIS SHEET. w>wmz mZ._. _.l_loom _U_|>Z -
_ | — _ -— | 32" MIN | _ 26/12 RA | sprinkler heads to avoid any and all interference with all
|_ _ ows _ “ | | _ _ — ] other trades. If conflicts do occur such that lights, ducts, v ROUTE CS/R PIPING UP AND OVER THE EXISTING PIPING RACK. Zmo_l_>z_o>_l
— | cWs— | _ I _ SONTROL _ _ diffusers, grilles, or ceiling systems cannot be installed in
: | _ | | SH-CR-1 || B ANEL— Mno_ﬂ r m.e_an ___ooc%_%_w o__w Q.a wEs_A_w Jend _ammwgo_@. 5> INSTALL CS/R CHEMICAL TREATMENT SYSTEM PER SPECIFICATION SECTION 232500 IN
N | “opes T e e —— ¢ piping shdll be refocdied or rerouted dt no adaitiond APPROXIMATELY THIS AREA, COORDINATE LOCATION WITH OWNER. m._.>._.m O_.| me N>w _A> wm>._.x_0m w._.>._.m
ofF++—————>—= ————SAWN————— > === — — — bt ekt For oY IJ_\I expense to the project. mv::x_.mﬂ. 0033.22 shall maintain
_ _ Y/ SN S R an adequate supply of extra piping, fittings, and necessary 6> ROUTE_CW AND HW DOWN TO WIE=1 WHICH SERVES TEPID WATER TO EW=1, MOUNT T
m_.: | _ H-1 tools to make field modifications without QQ_QV\. An EW—1 TO THE CONCRETE COLUMN
_ | @\ 4" ! approved sprinkler shop drawing does not preclude — '
| _ HWS—— ®|| I|I|I||®I — — —CWR~ _ veE ”
v WS- & T Al | " : rerouting if so ordered by the Engineer/Owner. [ 7> PROVIDE DRAIN DOWN VALVE ON CW PIPING WITH HOSE CONNECTION, CAP AND ZO A. O_u__ _|mm xm_u_LPOmZMZ._.
_ ! | _ 1 |“ ™~ AR [SEPERATOR | / CHAIN. INSTALL HYDROSTATIC WALL CLOSURE PER DETAIL 1/M201. * -
= = S LPS—5 . BEATRICE NEBRASKA
| _Mno_ _MM_ ne=, At |Jr|||||||||+||||f||| [ ————————H-—| fr—= FIRE PROTECTION GENERAL NOTES: 8> INSTALL NEW LIGHTWEIGHT 8" THICK CMU BLOCK WALL FROM FINISH FLOOR TO THE
@ @ T -- - - : HI—5 1. COORDINATE LOCATION OF FIRE SPRINKLER PIPING AND BOTTOM OF STRUCTURE (APPROX 8'-3" TALL) AS SHOWN. DOWN IN THE CMU WALL
\ () L _| _ \/ ||||| A L|_ IA HEADS WITH ALL TRADES PRIOR TO FINALIZATION OF SHOP TO THE EXISTING CONCRETE COLUMN AT 16” OC VERTICALLY WITH EPOXY COATING.
_ = 5= = L/, | b= — DRAWINGS AND HYDRAULIC CALCULATIONS. IF CONFLICTS GROUT VERTICAL COLUMN CONNECTIONS SOLID FROM FLOOR TO CEILING. PROVIDE
— CWS/R EXPANSION TANK | DO OCCUR, THE FIRE SPRINKLER PIPING SHALL BE MODIFIED VERTICAL #4 REBAR REINFORCEMENT AT 4'=0" OC AND GROUT CMU CORES SOLID
EXISTING STEAM EYISTNG CONCRETE _ AT NO ADDITIONAL EXPENSE TO THE PROJECT. FROM FLOOR TO CEILING. PROVIDE HORIZONTAL STEEL TRUSS-TYPE REINFORCEMENT
TEMPERATURE CONTROLS _ 3 CHILLER SERVICE CLEARANCE (TYP) AT 16" OC VERTICALLY. BUILD WALL AROUND NEW AND EXISTING PIPING, DUCTWORK, :
AIR oo,\_%mmm%/ CONDENSATE PUMP 73\ PAD (TYP) Z 1200 A 200 2 sz_%m %z_z_q_mmomvmm_%&mm%ﬁ_r%mwwmmmm_mwm%mw_o# AND CONDUITS AS NECESSARY. SMOOTH DOWN MORTAR JOINTS AND PRIME AND > _ vine
é K COORDINATE WITH ELECTRICAL AND MECHANICAL PAINT BOTH SIDES OF WALL TO MATCH THE EXISTING ADJACENT WALLS. m h m neer m h
CONTRACTOR.
_v PROVIDE (2) TWO-HOUR RATED 3'-0" WIDE x 7'-0" TALL HOLLOW METAL DOORS Q Q
3. COORDINATE SHUT DOWN OF EXISTING FIRE SERVICE WITH WITH PANIC BARS AND DOOR CLOSERS ON MECHANICAL ROOM SIDE AND KEY Omaha: Lincoln: Oklahoma City: Des Moines:

13431 Broadway Extension, Suite 101 400 East Court Ave, Suite 130
Oklahoma City, Oklahoma 73114
Phone:  (402) 346-7007  Phone:  (402) 477-6161  Phone:  (405) 936-3480

Des Moines, lowa 50309
Phone: (515) 243-0569
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